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‘When the RCA 


“eet: 
Tag bee 
f Spectra 70 se- 
ries of comput- 
PS EM Y ers was an- 
: - * nounced in De- 


cember 1964, 
RCA ‘entered 


\ rat competition 
ear A Lud with IBM and 
its System 360. From the begin- 
ning, RCA promised to provide 
‘more computing power per dollar 
than IBM. 

Spectra 70 indeed offered much: 
a family of five generally cornpati- 
ble computer systems, a high de- 
grec of source and object program 
compatibility with the IBM Sys- 
tem 360, extensive use of mono- 
lithic integrated circuitry, thrce 
levels of integrated operated sys- 
tems, and an extensive line of 
peripheral equipment.* But the 
System 360 offered more-—a great- 
er varicty of hardware and, espe- 
cially, more “third generation” 
software facilities, such as ran- 
dom-access-oriented operating sys-_ 
semi. source-language control of 
reniem 2tcnss devices, automatic 
Gata management systems, com- 
prehensive data communications 
control systems, and support of 
timeé-shared processing. 


*For a detailed review of the Spectrn 70 fam- 
Hy of computer aystema, see “RCA Spectra 70 
A Compatible Compctitor,” by J. 2, Totaro, 


Pate Proveseing Magazine, June 1066, pages 


head - to - head ° 


Recognizing these problem 
areas, RCA quictly sct about clos- 
ing the “facilitics gap” between it- 
self and IBM. During the past year 
RCA has added new and impres- 
sive peripheral units to its Spectra 
70 line and has. greatly increased 
the capacity and scope of its soft- 
ware systems. Most recently, on 
May 4, 1967, RCA announced the 
long-rumored Spectra 70/46 Time 
Sharing System, a development 
that serves to plug the only re- 
maining gap of any significance 
in RCA's battle to match the proc- 
essing capabilities of IBM in the 
small-to-:medium-scale 
market. 


Spectra 70/46 


The Spectra 70/46 Time Shar- 
ing System includes a new Spectra 
70/46 central processor, a new 70/ 
567 high-speed magnetic drum 
unit, and a specially-designed soft- 
ware system called the Time Shar- 
ing Operating System 
Both hardware and software’ for 
the Spectra 70 Time Sharing Sys- 
tem are scheduled for first delivery 
during the third quarter of 19G8. 

The 70/46 marks RCA’s entry 
into the time-sharing computer 
market, joining such competition 
as the Gl-645, IBM System 360/ 
Model -G7, and SDS Sigma 7 com- 


puter systems. However, RCA has: 


designed its time-sharing system 
with more modest goals than those 


ted From 


’ 


in all 


computer, 


(TSOS).: 


Data 


; Reprin 
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of GE and IBM. RCA's apparent 
intention is to rernain competitive 
areas of the small-to-me- 
dium scale commercial computer 
market without enduring the frus- 


trations of the more ambitious pio- . 


neers in the large-scale commercial 


‘time-sharing business. 


The monthly rental of an RCA 
Spectra 70/46 Processor with 2629,- 
144 bytes of core storage is $14,- 
125. RCA estimates that typical 
70/46 system configurations will 
rent for between $25,000 and $30,- 
000 per month. Contributing to 
the relatively modest prices of 
planned Spectra 70/46 systems are 
the facts: (1) that the 262K-byte 
70/46 Processor is basically an ex- 
panded version of the $11,125- 
per-month Spectra 70/45 262K- 
byte Processor, (2) that only sin- 


gle-processor systems have been’ 


announced to date, and (3) that 
a maximum of 48 on-line remote 
terminal units can be controlled 
by the system. 

According to its design goals, 


‘the Spectra 70/46 Time Sharing 


System will be an efficient bate 
processing system with advanced 
multiprograming capabilities; re- 
mote, conversational time-shared 
operations:in. time-sliced mode will 
be a powerful available facility 
that may, in some installations, 
consume only a limited amount of 
the system’s total processing ca 
pacity, The more expensive GE- 
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67 systems, by CAP proved FGF Rele. 


signed primarily for time-shared 
processing. 

Noteworthy features of the 70/ 
4G Time Sharing System include: 

‘e Hardware logic within the 
processor to facilitate program 
paging and segmentation, provid- 

ing simultancous system access 
’ for up to 48 users at remote ter- 
minals. 

¢ Up to 2,097,152 bytes of vir- 
tual memory available to program- 
ers. 


¢ A fast associative memory for — 


translation of: all virtual memory 
addresses to real core storage ad- 
dresses. 

¢ A conversational FORTRAN 
IV compiler with interpretive exe- 
cution capability. 

¢ Full compatibility with the 
systems programs and language 
processors of the RCA Spcctra 70 
general-purpose Tape Operating 
. System. (TOS) and Tape/Dise Op- 
erating System (TDOS), both of 
which are used with Spectra 70/ 
35, 70/45, and 70/55 computer 
systems, 


Configurations 

Spectra 70/46 system configura- 
tions (and their costs) will closcly 
approximate those of Spectra 70/ 
45 systems. Any Spectra 70 periph- 


eral device that can be used with-’ 


the 70/45 can also be used with 
the 70/46 Gane in generally the 


sine numbers), 


required use o 

Drum Memory Unit and, if remote 
terminals are expected to be used 
on-line, a muli-line communica- 
tions controller. Spectra 70/46 
systems are currently restricted to 
the use of a single processor and 
262K bytes of core storage. 


‘The few configu. 
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In addition to the 70/567 Drum . 


Memory Unit, a minimum Spectra 
70/46 configuration will include 
at least two 70/5G4 Disk Storage 
Units and two magnetic.tape units 
for use’ by the system's software. 
The 70/46 Time Sharing System 
is designed to take advantage of 
the processing cfficiencies made 
possible through the use of a hier- 
archy of system storage devices 


that range from magnetic tape. 


units to disks, drums, and finally 
to main core memory. 


Storage 

Spectra 70/46 magnetic core 
memory is available in a single 
block of 262,144 bytes. Memory 
cycle time is 1.44 microseconds 


per 2-byte access. Each byte con- - 
“gists of cight data bits and one 


parity bit. Bytes can be grouped 
into 4-byte, 32-bit binary words. 
This data structure is identical 
with that of the Spectra 70/35, 
70/45, and 70/55 systems (and, 
therefore, with the IBM System 
360). — 

A major feature of the Spectra 


DEBUGGING AT THE console of a prototype Séadtra 70/46 Time Shanle ‘Syston. 


JULY © 1967 


- tablé (in a section 


and 


- available. 


7O/AG) Processor lo tts read-only 

‘eo ddEwsA wit This unit 
as a memory cycle time of 480 
nanoseconds per 54-bit access. 
Read-only memory (ROM) is pro- 
vided in three banks, cach of whicn 
contains 2,048 54-bit words (or 
“Elementary Operations”). The 
Spectra 70/45 Processor, by con-. 


_ trast, provides only a single bark 


of read-only memory, which is 
used exclusively for the emulation 
of other computers, such as the 
IBM 1401 or RCA 301, 

Spectra 70/46 systems cannot 
use the emulation technique. Read- 
only memory in 70/46 systems is 
instead used to implement several 
features that facilitate time-shared 
operation. The first bank of read- 
only memory is used to provide 
the microprogramed routines that 
will permit the 70/46 to operate + 
in the Spectra 70/45 processing 
mode. The second bank is used to 
implement an address translation 
called the 
Translation Memory), an interval 
timer, and other hardware features 
used by the 70/46 in its paging 
time-sharing operations. A 
portion of the second bank and all 
of the third bank are used to im- 
plement specialized functions, 
such as translation table manipu- 
lation, paging interrupt handling, 
etc., that would normally be per- 
formed by software. A_ special 
Spectra 70/46 processor instruc- 
tion, Function Call, is provided to 
call for and exccute these micro- 
programmed routines. 

The new 70/567 Drum Memory 
Unit is currently offered for use 
exclusively with the 70/46 Time 
Sharing System. In this system, 
pages of user programs will be 
stored in on-line disk storage units, 
from which they will be called to 
main memory for execution. Once 
in main memory, program pages 
that must be temporarily dumped 
to make room for higher-prievicy 
pages are sent to the Drum Mem- 
ory Unit, where they await rapid 
retransmission to core when main 
memory space again becomes 
Also residing in the 
Drum Memory Unit will be the 
most frequently used control rou- 
tincs of the 70/46 Time Sharing. 
Operating System (TSOS), 


‘ 
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Vital statistics on the new drum 
inchide a storage capacity that 
ranges between 4.1 and 16.4 mil- 
lion bytes, an average access time 
of 8.6 milliseconds, and a peak 
data transfer rate of 333,333 bytes 
per second. 


70/46 Processor 

The RCA Spectra 70/46 Proc. 
essor is basically a 70/45 Process- 
or with additional features to fa- 
cilitate time-shared operations. All 
featurcs of the 70/45 Processor 
are also included in the 70/46. 
The principal features added to 
the 70/45 in designing the 70/46 
Processor include: 

* Two additional banks of read- 
only memory. 

* Virtual-to-real address trans- 
lation logic. 

e An interval timer with a 100- 
microsecond resolution.. 


¢ Hardware control of paging — 


and segmentation, 

¢ Interrupt capabilities for in- 
terval timer run-out, paging errors, 
and page queuing. 

¢ Six microprogramed operators 
. to control use of the translation 
Memory, interval timer, and page 
queuing. 

¢ Capacity to add up to four 
high-speed selector I/O channels 
(as compared to a maximum of 


three medium-speed selector chan- 


nels with the 70/45). 

* Memory protection that in- 
cludes both Store and Fetch Pro- 
tect features. The Spectra 70/46 
Processor has been designed to 
facilitate serving multiple users 
with multiple programs. To under- 
stand this design, it is necessary 
to consider the concept of peging. 


Paging 

The Spectra 70/46 core storage 
unit is divided into many blocks 
of equal size called “pages.” The 
basic page size is 4,096 bytes, but 
2,048-byte page lengths can also 
be specified through the software. 
Spectra 70/46 programs are com- 
piled in blocks of 4,056-byte pages, 
and only a limited number of 
pages of each program need be in 
core storage at any given instant 
of program execution, 


The purp 
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permit a large number of programs 
(or program segments) to reside 
concurrently in core storage in a 
manner that permits execution 
control to be passed easily between 
the resident programs, cither on 
an interrupt basis or a time-slicing 
basis. Thus, even modest-sized 
core memories can accommodate 
the processing needs ‘of a large 
number of users,.since. only a lim- 
ited number of pages of each re- 
quested program. require use of 
core storage at any one time. 
Program pages not immediately 
required for exccution in a Spec- 
tra 70/46 system are stored in ran- 
dom access secondary storage— 
typically a 70/564 Disk Storage 
Unit. When these program pages 
are called for execution, they are 
relocated by the Time Sharing Ex- 
ecutive routine to any available 
page in core storage. If active resi- 


dent pages must be displaced by” 


higher-priority program pages, 
they are temporarily dispatched to 
the system drum unit, from which 


they can be quickly called and re-: . 


instated in any available page of 
core storage. 

The 512-word Translation Mem- 
ory is used by the software when 


assigning and relocating program’ 


pages to specific blocks of core 
storage. The Translation Memory 
sets a limit of 512 pages as the 
maximum number of uniquely ad- 
dressed program pages that’ any 
program can contain. This means 
that every Spectra 70/46 propram 


can be written.as if 2,097,152 ° 


bytes of core storage were avail- 
able for its use, even though the 
actual core storage unit provides 
only 262,144 bytes of real storage. 
The Spectra 70/46’s provision of 
about two million bytes of virtual 
core storage could be expanded to 
eight million bytes without sub- 
stantial hardware change, but RCA 
has not indicated that such an ex- 
pansion is forthcoming. 


Address Translation 

Before executing instructions in 
program’ pages that are dispersed 
randomly through core storage, the 
70/46 Processor must translate 
each non-I/O Instruction and op. 


. 
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(Storage. 


al its virtual ad- 
Are corresponding 
real address a is relative to the 
current location of the page in core 
Virtual-to-real address 
translation takes. place automati- 
cally in the Spectra 70/46 Proc- 
essor, and generally without any 
increase in instruction execution 
time. (Instruction execution times 
for the 70/46 Processor are gen- 
erally equal to those of the 70/45 
Processor. ) z 

When the Spectra 70/46 Proc- 
essor is operating in the time-shar- 
ing mode, 24-bit virtual addresses 
are translated to 18-bit real ad- 
dresses by means of an associative 
table-lookup search through the 
Translation Memory portion of 
read-only memory. The 12 low- 
order bits (ie., the “displacement” 
field) of the virtual address are 
used intact as the 12 low-order bits 
of the 1. 1 address. The next 11 
bits of the virtual address repre- 
sent the segment and page num- 
ber of the program address. These 
bits are translated via the Transla- 
tion Memory to a 6-bit real page 
address which is combined with 
the untouched 12-bit displacement 
field to form an 18-bit real address 
that is capable of directly address- 
ing up to 262,144 bytes of core 
storage. 


Processor iedes 

Two processing modes are avail- 
able for users of the 70/46 Time: 
Sharing System. If a specific bit is 
set in the processor’s Interrupt* 
Status Register and a correspond-’ 


_ing bit is set within the virtual 


address of an instruction or oper- 
and, automatic virtual-to-rea] ad- 
dress translation takes place and 
the various microprogramed oper- 
ations of the Function Call in- 
struction can be utilized. This 
processing mode is called the 70/ 
46 or time-sharing mode. All user 
programs compiled by the Spectra 
70/46's Time Sharing Operating 
System (TSOS) software include 
virtual addresses with the trans- 
late bit sect. 

‘The other processing mode is 
called the. 70/45 mode. In _ this 
mode all object program addresses 
are treated as dircct addresses, 
and no address translation occurs. 


DATA PROCESSING MAGAZINE 
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It will be possible tPproNee 

Spectra 70/45 object programs, 
including the TOS and TDOS soft- 
ware control routines, in a Spectra 
70/4G Processor opcrating in the 
70/45 mode, with results identical 
to those obtained in a 70/45 Proce 
CSSOr, , 


‘Instruction Set 

The Spectra 70/46 Precessor in- 
cludes the full instruction reper- 
toire of the Spectra 70/45 Proc- 
essor, plus two new instructions; 
Test and Set, and Function Call. 
The Test and Set instruction can 
be ‘executed in either the 70/45 or 
70/4G mode. This instruction is 
used for bit-testing anywhere in 
main memory. The Function Call 
and its several microprogramed 
‘operations (called Special Func. 
tions) can be executed only in the 


70/46 processing mode, and an, 


attempt to cxccute them in the 


70/45 mode results in an inter 


rupt, 

The purpose of the Special Func- 
tions is to reduce overhead times 
normally associated with  time- 
sharing systems by implementing 
in hardware (i.c., read-only mern- 
ory) functions which are usually 
performed by relatively slow soft- 
‘ware control routines. This ap- 
proach to reducing the overhead 
delays associated with software 
opcrating systems has been widcly 


discussed but rarcly used to date. 


-A similar use of read-only mern- 
Orics to implement emulators for 


een 
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achieving program compatibility 
with unlike computers has been 
successfully accomplished by RCA 
and IBM, and is currently being 
developed by several other manu- 
facturcrs. 


1/0 Capacity 

Like the Spectra 70/45 system, 
the 70/4G Time Sharing System 
can concurrently execute once ma- 
chine instruction, one input-output 
operation on cach of the installed 


‘selector channels, and one data 


transfer operation on cach of the 
eight subchannels included in the 
standard multiplexor channel. Up 
to 256 low-speed 1/0 devices can 
be connected to a 70/46 system 
via the multiplexor channel. 
Sclector channcls are optional 
equipment, and two, three, or four 
such channels can he installed. 
Each sclector channel has two 
trunks, permitting two I/O con- 
trol unfts to be connected. Input/ 
output data is transferred into and 
out of core storage in 2-byte blocks 
over the Selector Channels, and 


‘the 70/46 Processor is delayed a 


maximum of 1,44 microseconds 
for each block transferred. Thus, 
the I/O throughput capacity of the 
70/46 system is-1.4 million bytcs 
per second. (The 70/45 Processor, 
by contrast, is dclayed 1.44 micro- 
seconds for each single-byte I/O 
transfer, resulting in an I/O 
throughput capacity that is half 
that of the 70/48.) The maximum 
data rate possible over a single se- 
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lector channel is 465,000 bytes per 
second. 


Time-Sharing Software 

To complement the promising 
hardware design of the - Spectra 
70/46, RCA has announced an 
impressive software package calle ft 
the Time Sharing Operating Sys- 
tem. TSOS promises an efficient 
random-access-oriented multipro- 
graming operating system plus ca- 
pabilitics for providing up to 48 
users at remote terminals with im- 
mediate, “coriversational access to 
the central 70/46 computer. Jn- 
cluded in the software package 
will be a complcte range of batch 


_.and conversational language proc- 


essors, remote syntax checking, de- 


2 . bugging and file editing systems, 


an extensive data management 
system, and a powerful executive 
control program, RCA plans to de- 
liver the entire Time Sharing Op- 
crating System during the hind 
quarter of 1968, 

The nucleus of TSOS is its net- 
work of system control programs 
used in the “privileged” mode by 
the central Spectra 70 system. The 
principal control programs in- 
clude; the resident Executive pro- 
gram; the File Control Processor 
(FCP) for catalog, file, and data 
management; an interactive data ° 
communications input-output sys- 
tem; an interactive software de- . 
bugging system; and Dadar 
diagnostic routines, 

The. chief components of the 
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Terminal provides keyboard input and CRT output facili 


ties, 
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Executive program will be the fol- 
lowing: 


e Task Scheduler, to maintain a 
single, task queuc from multiple 


input sources, including remote 
terminals, and to schedule on a 
priority basis the concurrent exe- 
cyution of as many programs as 


» the system resources will allow. 


The Task Scheduler will also in- 
clude a time-sharing algorithin to 
control responsive time- shared op- 
erations. 

e Memory Manager, to control 


‘the dynamic allocation of program 


pages and to manage the usc of 


.the more than two million bytes 


of virtual storage available to the 


_ progranimer, 


¢ Device Allocator, to manage 
the pool of input-output devices 
available to the system, and to as- 
sign free I/O devices to the pro- 
granis’ device-independent I/O 
requests. 

* Peripheral Input-Output, to 
provide optional buffering of 
punched-card input files and print- 
er-destined output files on random 
access devices or magnetic tape 
units, 

¢« Job Control, to accept user- 
specified Job Control Language 
statements used to enter and de- 
fine batch processing jobs at the 
central 70/46 computer center. 

« Command Language Control, 
to enable users at remote terminals 
to communicate with the central 
system in either conversational or 
batch niode. The Command Lan- 
guage is an extension of the Job 
Control Language. it permits the 
users at remote terminals to iden- 
tify themselves, to specify the 
tasks the system is to perform, 
and to monitor the execution of 
these tasks. Command Language 
procedures ¢an be prestored for 
efficiency of operation. 


_ Data Management 


_ or (FCP), The 


A major system control program 


in the Time Sharing Opcrating 
System is the File Control Process- 


prehensive file management and 
data management systems. In the 
area of file management, the FCP 
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FCP provides com- ‘ | Desk Calculator 


maintains catalogs of all files in 


for indexed sequential access to 
files stored on random access da- 
vices. Options available to the user 
include the capability to specify 
file names and characteristics at 
exccution time rather than at as- 
sembly or compilation time, and 
the capability to share files among 
users through the ‘use of pass- 
words. 

Also controlled by the FCP is 
the TSOS Data Management Sys- 


tem. Two types of file organization 


are supported: sequential and ins 
dexed sequential. The Data Man- 
agement System provides facilitics 
for manipulating cither type of file 
by means of the following func- 
tions: describe, create, access copy, 
change, and delete. A file protec: 
tion system prevents unauthorized 
reading and writing of files in a 
dynamic time-shared environment. 


Processing Programs 

In addition to the network .con- 
trol programs. TSOS provides a 
large set of processing programs 
available for use by the system 
and problem programmers. The 
TSOS processing programs include 
language processors and utility or 
service programs. Both the process- 
ing programs and the usexs’ pro- 
grams are executed in the “non- 
privileged” 
the TSOS control programs. 

Language processors are ‘sup- 
plied in conversational and batch 
form. The conversational language 
processors include an interpretive 
FORTRAN compiler that uses a 
FORTRAN subset language, and 
syntax checking programs for 
source-lovel FORTRAN, COBOL, 
and assembly-language programs. 
The more conventional language 


processors that operate in batch’ 


mode are a FORTRAN IV com- 
piler, a COBOL compiler, a Macro 


Gencrator. 


Utility programs are also pro- | 


vided in both conversational and 


batch modes. The two conversa- 


tional scrvice programs are the 
and Text Edhtox 
programs. Using the Text Editor, 
the remote userx can create, modify, 
and display diles on a line-at-a-time 


mode under control of | 


Program 


(Lc 
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single record) basis. The 
value in maintaining syrnboiic pro- 
grams and their associated data 
files. The hatch utility programs 
jnclude a sort/merge program, a 
file maintenance routine for sys- 
tem and user programs, and a 
test data gencrator. 

All software comprising the 
Time Sharing Opcrating Systern is 
currently scheduled for delivery 
during the third quarter of 1968. 

In summary, the Time Sharing 
Operating System and its many 
components represent RCA’s an- 


.swer to the large-scale, random- 


access-oriented software systems 
offered by IBM with its Opcrating 
System 360 and the Model 67's 
Time Sharing System. TSOS sup- 
plants the long-discussed Disk Op- 
‘erating System in the RCA Spccira 
70 software linc. Because TSOS 
includes not only time-sharing fa- 
cilities, but also impressive multi- 
programming and data manage- 


‘ment facilities, it is likely that the 


and 70/55 systems, provided that 


. 


Spectra 70/46 Time Sharing Sys- 
tem (including TSOS) will prove 
attractive to some users whose 
processing requirements do not in- 


- clude remote, timme-shared process- 


ing. 
Compatibility 
The Spectra 70/46 Time Shar- 


ing System is compatible with the 
RCA Spectra 70/35, 70/45, and 


’ 70/55 systems to the extent that 


all instructions, character codes, 
interrupt facilities, and special fea- 
tures available in the nontime- 
sharing systems are also available 
in the 70/46 system and function 
in the same manner. Therefore, 
when operating in the 70/45 mode, 
the 70/4G system will be able to 
use the TOS and TDOS software 
systems and execute object, pro- 
grams compiled for 70/35, 70/45, 


the programs are timing-independ 
ent and system optional features 
are Identical. 

Functioning in the 70/46 mode 
under the specialized Time Shar- 
ing Operating System, the 70/46 
will be able to cozpile all source 
programs originally written to 
function under TOS or TDOS in 
70/35, 70/45, or 70/55 systems, 
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Sharing Operating System is an 
expanded version of JCL as used 
with the Tape and Tape/Dise Op- 
erating Systems, but is not fully 
compatible with the latter. 
Because of the high degree of 
compatibility between the 70/46 


-and the general-purpose Spectra 


70 computer systems, users of the 
70/35, 70/45, and 70/55 systerns 
should be able to upgrade to the 
more advanced facilities of the 
Time Sharing System with a mini- 
mum of conversion-time difficulty. 

Like the RCA Spectra 70/35, 
70/45, and 70/55 systems, the 
Spectra 70/46 in 70/45 mode is 
largely compatible (both in terms 
of programs and data) with the 
gencral-purpose models of the IBM 
System 360 computers. 


Performance 
_ A prototype Spectra 70/46 sys- 


‘tem is currently operational and 


being used by RCA for software 
development, but no detailed per- 
formance estimates are available 
to date. As a preliminary perform- 


‘ ance indication, RCA states that 


mum response time of cight scc- 
onds for cach of 48 interactive re- 
mote terminals, assuming that all 
terminals are concurrently active 
and that four background pro- 
grams are also being prorceses 


. concurrently. 


The Spectra 70/46 hardware/ 
software combination as specifica 
is impressive and deserving of fur- 
ther scrutiny by the industry as 
its implementation progresses, The 
70/46 Time Sharing System is not 
startlingly revolutionary in its de- 
sign nor extravagantly bold in its 
goals (and, as such, may not ap- 
peal to the industry’s confirmed in- 
novators). Yet, the 70/46 may 
work, It appears to combine the 


better features of efficient multi- - 


programing systems with more ad- 
vanced remote data communica- 
tions and time-sharing facilities. 
Its approach to time-sharing is evo- 
lutionary—a natural, continuous 
progression from the time-tested 
batch processing facilities to thosee 
that may be better suited to cope 
with the processing needs of the | 
future, 


Table 1, Profile of the RCA Spectra 70/46 Processor 


Core storage cycle time, microseconds 


Bytes accessed per cycle 
Core storage capacity, bytes 


Selector channels 
Multiplexor channels 


Selector channel capacity, bytes per second 
Multiplexor channel capacity, bytes per second 
Maximum combined 1/0 data transfer rate, 


bytes per second 


Processor speeds, microseconds® 
_ Fixed-point binary 


Czma+b 
c=maxXb 
Fixed-point decimal 
cma+b 
c=axXb 
Floating-point (short) 
c=za+b , 
c=axb 
Floating-point (long) 
Czza+b 
maxb 


1.44 
2 
262,144 


0, 2, 3, or-4 
1 


465,000 ° 
465,000 
1,388,888 


25.2 
81.9 


42.2 
127.0 


37.4 
67.6 . 


52.6 
211.5 


*The fxed-polnt binary and short floating-point operationa uso 32-blt binary operanda; long 
floating-point operstlona use 64-bit binary operands, The fixed-point decima)] tines are dDased 


on signed S-digit (3-bylte) decimal operands, 
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In addition to the 70/46 Time 
Sharing System, RCA has ecxpand- 
ed and improved its product line 
in other arcas during the past 
year. New hardware products in- 
clude a controller for Burrourhs, 
IBM, or NCR MICR sorter-readers, 
a high-speed (1,000 cps) paper 
tape reader, “quictized” printers 
with 96-character sets, an im- 
proved CRT display device, and 7- 
track magnetic tape units that 
provide tape compatibility with 
earlicr RCA 301 and 501 systems. 

More specialized hardware sys- 
tems of. recent development are 
the Spectra. 70/510 Voice Response 
System, which dclivers recorded 
human-voice responses to on-line 
inquirers at Bcll System Touch- 
Tone telephones, and the Spectra 
70/630 Data Gathering System 


; (DGS), designed to gather infor- 


mation *t remote, point-or-transac- 


tion input stations (such as badge 


readers,’ ecard readers, etc.) and 
transmit it to a central Spectra 70 
computer system. 


Software improvements have 


centered on adding random access, 


device capabilities to the Spectra 
70 language processors and ex: 
panding the support of data com- 
munications devices. Also, the 


tem (BTSS) is being developed as 
an all-software approach to limited 
time-shared processing with Spec- 
tra 70/45 systems. SU 

By means of these develop- 
ments, RCA has improved its posi- 
tion as a worthy competitor of IBM 
in all areas of the small-to-medium 
scale computer market. RCA has 
accomplished this feat with the aid 
of a maturing market and product 
planning philosophy that docs not 
attempt to match in every detail 
the vast facilities of the IBM Sys- 
tem 360, but instead attempts to 
analyze the demands of the market 
place and to implement whatever 
facilities are required to remain 
competitive, but on a scale that is 


The hardware and software de- 
sign of the new Spectra 70/46 
Time Sharing System is an excel- 
lent case in point. 
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_ Spectra 70 Basic Time Sharing Sys- . 


’ feasible and potentially profitable. | 
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TIME SHARING 


2050-2 


1052.) 


6980 
6981 


1052-7 


2821-1 
3615 
1990 
8637 

1403-N1 

1416~1 

2540 

2848-3 
— 2260-1 

2702—1 . 

2841 

2321 

2314-1 

2803-1 

2401-3 


. 


SYSTEM 


‘Adapter ea 
Selector Channel lst 
Selector Channel 2nd 


Control Unit 


1100 LPM Printer Adapter 
Column Binary . 
Univ Char Set Adapter 
Printer | 
Taber Changeable Train Cartridge 
Card Read Punch ., a 
Display Conteo1 i 
“Display Station (8 @ 51). 
Trahamission Control 
storage Control 
Data Cell Drive ‘ 
Direct Access Storage Facility 
Tape Control | 


Tape Units (3 @ 810) 
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i 
eee. s 7 — | ae | A 
| ba 
fee COO. A? eee “1! 10,505 ; 
4 1052 Adapter age he 3 7 oe 232 | 
aa 6980 Selector Channel ° : aot 360 
“" aosasy hee . shh el, cog 
2702-1 Transmission Control. Ons 
2741-1 Communication Terminal (5 @ 87.50). “ 437.50 
2841 Storage Control | | an . | 540 
(2311-1 Disk Storage Drive (6 @ 590)  ~—=«3, 540 
27011 Data Adapter Unit oud “het VP 00k 
ae - -_ | 17,755.50 
COINS System meee ee 
TS System "39,252.00 
| Switching hardware <2 1,000.00 
$ 58,006.50 
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